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DESCRIPTION 
 
Two component solvent free polyurethane binder, cold applied at high thicknesses by brush or coating knife. 
ENDOPRENE® 880 makes it possible to obtain in a single coat good adhesion to ferrous metals and has good 
compatibility with adjacent coatings such as hydrocarbon, epoxy, polyurethane and polyolefin materials.  
 
APPLICATION AREAS 
 
ENDOPRENE® 880 is designed for the anticorrosion protection of buried, immersed, etc. metal structures. 
Its reactivity and manual application make it ideal for on site applications (repairs, accessories, weld joints, valves and 
fittings, etc.).  
ENDOPRENE® 880 is also used for repairing coatings made of ENDOPRENE® 868.06, 863, 870, 870 EN, 870 HT etc… 
 
APPROVALS 
 
ENDOPRENE® 880 is approved by GRT Gaz, SONATRACH, SONELGAZ. 
 
CHARACTERISTICS 
 
Number of components 
Colour of dry film 
Appearance of dry film 
Density at 23°C 
Calculated dry solids (by volume) 

: 2 
: Several colours available – please consult us 
: Satin 
: Around 1.3 g/ml 
: 100 % 

 
NOMINAL DRY FILM THICKNESS 
 
ENDOPRENE® 880 is designed to be applied in one or two coats at a nominal dry film thickness range between 0.8 
and 2 mm. The final choice of the thickness will be determined by the end use specification.  

 
THEORETICAL COVERAGE 
 
Brush/coating knife: 0.51 m2/kg, i.e. 0.67 m2/l for 1.5 mm DFT* 
 
DRYING TIME (for 1.5 mm dry film) 
 
 At 10°C At 20°C At 40°C 
Dust free 4 h 3 h 1.5 h 
Hard dry 13 h 5.5 h 2 h 
Fully dry * 10 days 7 days 5 days 
* Depending on the application parameters, the environment and the composition of the systems. 
 
OVER-COATING TIME (over itself for touch ups) 
 
At 20°C: Min.: 2 hours – Max.: 48 hours 
 
 
CLEANING SOLVENT 
 
Diluant 011.02 or Diluant 014.09 
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STANDARD PACKAGING 
 
0.5 kg, 1 kg or 3 kg doses (A+B) (depending on the colour). 
Please consult us for other types of packaging. 
 
STORAGE 
 
Use by date: For standard packaging, 18 months under shelter at a temperature between + 5°C and + 35°C in the 
original unopened packaging. 
 
HEALTH AND SAFETY 
 
Flash point: Part A (polyol): > 100°C - Part B (isocyanate):  > 100°C 
 
Always consult the legal labelling on the packaging and the material safety data sheet before use. 
 
SUBSTRATES 
 
- Steel 
- Substrates coated with ENDOPRENE® 
- Other substrates: please consult us. 
 
PROPERTIES OF THE CURED COATING 

 
Physical and mechanical properties Standard Substrate Thickness Result 

Electrical non porosity at 20°C (10 V/µm) DIN 30671 Steel Sa 2 ½ 1500 µm No porosity 

Specific electrical insulation resistance after 100 days at 
23°C 

EN 10290 Steel Sa 2 ½ 1500 µm > 109Ω.m2 

Elongation at break at 20°C ISO 527 Free film 1000 µm Around 6 % 

Tensile strength at 23°C ISO 527 Free film 1000 µm > 15 N/mm2  

Flexibility at 23°C EN 10290 Steel Sa 2 ½ 1500 µm Around 6 % 

Impact resistance EN 10290 Steel Sa 2 ½ 1500 µm > 10 N.m 

Pull off resistance at 20°C 
ISO 4624 

Steel Sa 2 ½ 1500 µm > 12 MPa 

Rusted-brushed steel 1500 µm > 10 MPa 

Shore D hardness at 23°C ISO 868 Steel Sa 2 ½ 1000 µm Around 65 

Examples of chemical resistance* 

Cathodic disbondment after 7 days at 40°C EN 10290 Steel Sa 2 ½ 1500 µm < 5 mm 

Cathodic disbondment after 28 days at 23°C EN 10290 Steel Sa 2 ½ 1500 µm < 5 mm 

 
* Please consult us for other chemical substances and temperatures.



 

Version dated 27/11/17  Page 3/4 

 
 

ENDOPRENE® 880  
Technical Data Sheet 

 
 

INSTRUCTIONS FOR USING ENDOPRENE® 880 
 
1. Preparation of the surface to be coated 
 
Surface preparation is a very important phase and must be carried out with particular care. 
The quality of the stripping and dust removal phases has a considerable influence on the adhesion performance 
of the coating. 
Before applying the coating, the surface to be coated must be dry and free of any soiling (such as existing 
coatings, paints and non-adherent particles, grease, oil, etc.) that can adversely affect surface preparation. 
Contaminants should be eliminated by any appropriate means and products that are compatible with the coating 
to be applied. 
 

1.1 Application on metal substrates 
 
The substrate to be coated should be prepared by:  
 
- stripping by projection of abrasives to a minimum Sa 2 ½ surface finish as per the ISO 8501-1 Standard, with a 
surface roughness (Rz) of around 80 µm measured in accordance with the ISO 8503-4 Standard, followed by 
careful removal of dust.   
- cleaning (wire brushing, scraping, grinding) as per the ISO 8504-3 Standard to an ST3 surface finish, as per the 
ISO 8501-1 Standard, followed by careful removal of dust. 
The preparation must be adapted to the original surface condition of the substrate to be painted in accordance 
with good working practices, the client’s longevity requirements, the norms or specifications in force and the 
environment to which the coated structure will be exposed. 
 
The quality of surface preparation determines the performance and thus the longevity of the applied 
ENDOPRENE® 880 coating.  
 
Optimal performance is only obtained after abrasive stripping to a Sa 2 ½ surface finish as specified in the EN 
ISO 12944-5 Standard (Corrosion protection of steel structures by protective paint systems). This preparation is 
obligatory in the following environments :   

- highly corrosive soils (e.g. coastal environments, acid pH soils, etc.) 
- polluted soils (e.g. presence of hydrocarbons, alkaline substances, detergents, etc.) 
- associated cathodic protection 
- proximity of high voltage lines or railway lines 
- etc. 

 
Before application, the surface must be inspected. Any slivers, scale, weld splatter and surface imperfections 
must be eliminated. 
 
If an adjacent coating is to be over-coated, the area in question should be roughened or finely abrasive blasted to 
promote inter-coat adhesion. In the case of a very thick coating, the edge should be chamfered.  In the case of a 
polyolefin coating (polyethylene or polypropylene), the chamfered area should be flame treated at a temperature 
between 120°C and 160°C for 5 to 10 seconds. 
Carefully remove all traces of dust before application. 
 

1.2 Repair of ENDOPRENE® coatings 
 

� All non-adherent parts of the existing coating should be removed with a knife, scraper or any other 
suitable means. 
� Grind or wire brush the stripped surface to remove any remaining adherent parts of the coating and 
eliminate any traces of oxidation and soiling so as to obtain a ST3 degree of surface finish as per the ISO 
8501-1 Standard. This may be done using an abrasive flap wheel with 40 grain abrasive. 
� Chamfer the existing coating adjacent to the area to be repaired and roughen the surface over a width of 
50 mm. 
� Carefully remove all traces of dust from the area to be repaired. 
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2. Application 
 
ENDOPRENE® 880 is a two component product supplied in separate pre-dosed non divisible packaging.  
 
MIXING RATIO BY VOLUME BY WEIGHT 
Part A (polyol) 72 % 74 % 
Part B (isocyanate) 28 % 26 % 

 
The temperature of the substrate should be between + 5°C and + 40°C and maintained at least 3°C above the 
dew point during the application and drying of ENDOPRENE® 880 in order to avoid any condensation on the 
substrate to be painted. 
The ambient temperature should be between + 5°C and + 40°C and the relative humidity should not exceed 80 %. 
 

� The temperature of the product should be between + 10°C and + 30°C. 

� Mix the two components A and B (supplied in pre-dosed quantities) with a spatula until fully 
homogeneous, taking care to scrape the edges of the containers, for packagings above 1 kg, use a 
mechanical mixer. 

� Apply a 800 µm to 1500 µm thick coat of the homogeneous mixture with a spatula or brush, without 
dragging the product so as to avoid reducing the thickness. 

� Cover both the steel surface and the adjacent roughened existing coating. 

� If necessary, apply a second coat while complying with the specified inter-coat times 

 
POT LIFE:  
- At 20°C: around 50 minutes for 0.5 kg and 1 kg  - around 40 minutes for 3 kg 
- At 40°C: around 15 minutes for 0.5 kg and 1 kg  - around 15 minutes for 3 kg 
 
3. Control of the coating 
 
When the film has attained a sufficient degree of hardness (minimum 24 h at 20°C), the following controls should 
be carried out:  
- The appearance and the continuity of the entire coating should be visually inspected. The coating should have a 
uniform colour and appearance, exempt of any defects that could adversely affect the quality of the coating. 

- The thickness of the coating measured using, for example, method 7C or 7D of the EN ISO 2808 Standard 
should comply in every respect with the contract or the specification.  

- The non-porosity of the coating should be checked. The applied voltage should be that given in the specification 
employed and should be at least 5 volts per micron of dry film thickness and should not exceed 8 volts per micron.  

 
4. Repairs 
 
If there are any defects, a new coat of ENDOPRENE® 880 should be applied. 
All repairs should be controlled again for porosity and thickness as described above. 
 
5. SPECIFIC RECOMMENDATIONS 
 
Parts A and B of ENDOPRENE® 880 must be protected from humidity. 
During application, protect the coating against weathering (rain, sandstorms, etc.) for at least 3 hours at 20°C. 
 


